Wire Wound Chip Common Mode Choke Coil - FXCM Series
Operating Temp. : -40°C~+85TC

B FEATURES

e Chip-type common mode filer for large current applications
e |deal for noise suppressed
e Smaller size and low profile

B &E
o FRABRIERIE A IR
o IIBRIREIDE)
o AR {EHE

B ApPLICATIONS

e Car,Network Interface, Household Appliances,LED Lighting, Power, etc.
e Used for power line noise suppression for any electronic devices
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I PRODUCT IDENTIFICATION

FXCM -4520 M -900
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@) Type External Dimensions @ Inductance
FXCM Winding Type Common e (LxW) (mm) Example Nominal Value
Mode Choke Coil 4520 4.7%x4.5%2.0 900 90Q
5040 5.0x5.0x4.5 151 150Q
® Material Code 7060 7.0%6.0x3.8
A A Type 9070 9.0x7.0%x4.8
M M Type 1211 12.5%10.8x6.4
F F Type 1513 15.0x13.0x6.0
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SPECIFICATIONS
FXCM-4520M Series
Common mode DC Insulation
Part Number Impedance (Q)@100MHz | Resistance |Rated Current| Rated Voltage| Resistance Marking
Min. TYP. (mQ) Max. (A) Max. (V) Max. (mQ) Min.
FXCM-4520M-900 60 90 35 2.0 50 10 900
FXCM-4520M-151 90 150 40 1.9 50 10 151
FXCM-4520M-231 180 230 45 1.8 50 10 231
FXCM-4520M-301 200 300 45 1.7 50 10 301
FXCM-4520M-401 300 420 50 1.5 50 10 401
FXCM-4520M-701 500 700 59 1.4 50 10 701
FXCM-4520M-901 650 900 68 1.3 50 10 901
FXCM-4520M-102 800 1000 68 1.3 50 10 102
FXCM-4520M-122 1000 1200 74 1.2 50 10 122
FXCM-4520M-142 1200 1400 81 1.2 50 10 142
FXCM-5040A Series
Common mode DC Insulation
Part Number Impedance Resistance |Rated Current| Rated Voltage| Resistance Marking
(Q)@100MHz (mQ) Max. (A) Max. (V) Max. (mQ) Min.
FXCM-5040A-191 190 20 5.0 50 10 191
FXCM-5040A-351 350 40 2.0 50 10 351
FXCM-5040A-102 1000 60 1.5 50 10 102
FXCM-5040A-152 1500 100 1.0 50 10 152
FXCM-5040A-302 3000 200 0.5 50 10 302
FXCM-5040A-402 4000 300 0.2 50 10 402
FXCM-7060F Series
Common mode DC Insulation
Part Number Impedance (Q)@100MHz | Resistance |Rated Current| Rated Voltage| Resistance Marking
Min. TYP. (mQ) Max. (A) Max. (V) Max. (mQ) Min.
FXCM-7060F-400 40 70 5 15.0 125 10 400
FXCM-7060F-101 100 140 10 9.0 125 10 101
FXCM-7060F-301 225 300 10 5.0 125 10 301
FXCM-7060F-501 275 450 10 5.0 125 10 501
FXCM-7060F-601 500 700 15 4.0 125 10 601
FXCM-7060F-701 500 700 15 4.0 125 10 701
FXCM-7060F-102 800 1020 17 3.0 125 10 102
FXCM-7060F-132 910 1300 21 2.5 125 10 132
FXCM-7060F-272 2000 2700 63 1.0 125 10 272
FXCM-7060F-302 2500 3000 75 0.9 125 10 302
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SPECIFICATIONS

FXCM-9070F Series

Z(Q) DC Insulation
Part Number 100MHz/0.1V Resistance |Rated Current| Rated Voltage| Resistance Marking
Min. TYP. (mQ) Max. (A) Max. (V) Max. (mQ) Min.
FXCM-9070F-301 225 300 6 6.0 80 10 301
FXCM-9070F-501 450 600 8 5.5 80 10 501
FXCM-9070F-701 500 700 10 5.0 80 10 701
FXCM-9070F-102 750 1000 13 4.0 80 10 102
FXCM-9070F-152 1200 1500 30 3.0 80 10 152
FXCM-9070F-222 1700 2200 50 2.5 80 10 222
FXCM-9070F-272 2000 2700 80 2.0 80 10 272
FXCM-1211F Series
Common mode DC Insulation
Part Number Impedance (Q)@100MHz | Resistance |Rated Current| Rated Voltage| Resistance Marking
Min. TYP. (mQ) Max. (A) Max. (V) Max. (mQ) Min.
FXCM-1211F-800 80 230 2.0 10.0 125 10 800
FXCM-1211F-701 500 700 6.0 8.0 125 10 701
FXCM-1211F-801 600 800 8.0 8.0 125 10 801
FXCM-1211F-102 750 1000 14 6.0 125 10 102
FXCM-1211F-222 2200 2500 35 1.8 125 10 222
FXCM-1211F-272 2300 2700 50 1.5 125 10 272
FXCM-1513F Series
Common mode DC Insulation
Part Number Impedance (Q)@100MHz | Resistance |Rated Current| Rated Voltage| Resistance Marking
Min. TYP. (mQ) Max. (A) Max. (V) Max. (mQ) Min.
FXCM-1513F-301 250 300 5.0 13.0 80 10 301
FXCM-1513F-551 450 550 6.0 10.0 80 10 551
FXCM-1513F-701 500 700 7.0 10.0 80 10 701
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